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GETTO PIATTO DEFLESSO CD3 - DH Caratteristiche Characteristics Caracteristicas
CD3 - DH DEFLECTED FLAT SPRAY NOZZLES Angolo di spruzzo molto Very wide spray angle Angulo de aspersiéon muy
CHORRO PLANO POR DEFLEXION CD3-DH ampio a basso impatto. with low impact. CD3 abierto con bajo impacto.
Tipo CD3 a corpo unico type one piece nozzle Tipo CD3 de cuerpo
attacco maschio. Tipo male connection. DH tip unico, rosca de conexion
DH testina di spruzzo can be assembled with macho. Tipo DH: orificio
assemblabile con gli accessories. de pulverizacion para
accessori. ensamblaje junto con los
accesorios.
Applicazioni Applications Aplicaciones
Raffreddamenti Cooling Enfriamiento
Lavaggio film Film washing Lavado de peliculas
Antincendio Fire protection Proteccion contra incendios
Lubrificazioni Lubrications Lubricacion
Umidificazione feltri Felts humidifying Humidificacion
Come ordinare How to Order Para pedidos
Es. 1/8” CD3 1.5 OTTONE E.g. 1/8”CD3 1.5 BRASS Ej. 1/8” CD3 1.5 LATON
MATERIALE ~ ATTACCO MODELLO  ORIFIZIO ANGOLO CODICE
MATERIAL THREAD MODEL FLOW ORIFICE ~ ANGLE ARTICLE CODE
MATERIAL ROSCA DE CONEXION ~ MODELO ORIFICIO ANGULO CODIGO
o 0 CD315 - - 00CD315

DIMENSIONI - DIMENSIONS - DIMENSIONES (mm)

Disponibile anche con connessione a (7] | L max
coda di rondine
. . . 1/8 31
Available also with dovetail % ig
connection 12 50
También disponible con conexiones ez NN 31/4 88
de cola de milano @2
TIPO DI UGELLO PRESSIONE - PRESSURE - PRESION (bar) bar
TYPE OF NOZZLE r‘:;l 0.2 | 0.35 | 0.5 | 0.7 | 1 | 1.5 | 2 | 3 | 4 05|15 | 5
TIPOS DE BOQUILLAS PORTATA - CAPACITY - CAUDAL (I/min) < | <<
* 1/8-CD3-0.50 - DH - 0.50 0.6 - - - - | o023 028 | 033 | 040 0.46 - 89 122
* 1/8-CD3-0.75 -DH-0.75 0.71 = = -| o028 | 034 0.43 | 048 | 059 0.68 = 106 125
1/8-CD3-1_ -DH-1 0.84 - - —| 038 | 045 055 | 066 | 078 0.90 - 109 126
1/8-CD3-15 -DH-1.5 1.0 = = 050 | 057 | 068 0.85 | 0.95 1.20 1.36 84 114 135
1/8-CD3-2  -DH-2 1.2 - - 065 076 | 0.90 110 1.30 1.60 1.80 87 115 127
1/8-CD3-2.5 -DH-2.5 13 -| o067 0.80| 0.96 110 1.50 160 | 2.05 2.20 106 128 142
1/8-CD3-3 -DH-3 1.4 —| o087 0.95| 1.20 1.40 1.70 190 | 2.40 2.80 94 119 135
1/8-CD3-5 -DH-5 1.9 1.10 1.30 160 1.90 | 230 280 | 330 | 390 460 113 131 147
1/8-CD3-7.5 -DH-7.5 23 1.50 2.10 250 | 2.80 | 340 420 | 4380 | 6.00 6.80 101 119 134
1/8-CD3-10 -DH-10 26 200 | 270 330| 380 | 450 550 | 6.40 7.80 9.00 135 145 170
1/8-CD3-15 -DH-15 33 3.00 | 4.00 470| 560 | 6.80 830 | 950 | 11.80 | 13.60 112 124 142
1/8-CD3-18 -DH-18 36 360 | 4.80 580 | 6.80 810 | 10.00 | 11.50 | 13.90 | 16.20 128 141 160
1/4-CD3 -2 1.2 - - 0.65| 076 0.9 11 13 1.6 1.8 87 115 134
1/4-CD3-2.5 13 -| o067 0.80| 0.95 11 14 15 2.1 2.2 106 128 142
1/4-CD3-3 1.4 —| 080 0.95| 110 14 17 1.9 25 2.8 94 119 135
1/4-CD3-5 1.9 1.00 1.30 150 | 1.90 23 28 3.2 3.9 46 113 131 147
1/4-CD3- 10 26 200 | 270 330| 3.80 45 55 6.4 7.8 9.0 135 145 170
1/4-CD3-15 33 3.00 | 4.00 2470 | 560 6.8 8.3 9.5 11.8 136 112 125 142
1/4-CD3-20 -DH-20 37 410 | 550 6.50 | 7.60 9.0 1.2 129 15.6 18.0 130 140 160
3/8-CD3-30 -DH-30 46 6.1 8.0 95| 115 13.6 16.5 192 | 236 27.2 120 132 145
3/8 - CD3 - 40 53 8.2 10.7 27| 151 18.1 222 | 256 314 36.2 130 141 162
1/2-CD3 - 40 5.3 8.2 10.7 127 | 151 18.1 222 | 258 31.4 36.2 130 141 162
1/2 - CD3 - 60 6.5 23 16.1 191 226 271 332 | 385 471 54.2 127 138 155
1/2 - CD3 - 80 75 161 214 255| 303 | 362 | 442 512 | 627 72.4 130 140 151
3/4 - CD3 - 120 9.3 24.3 32.1 385| 455 | 54.3 66.5 77.0 941 109 120 130 145
3/4-CD3-210 12.3 426 | 562 67.2| 795 | 950 116 134 166 190 126 138 160
1-CD3 - 300 14.7 60.9 | 80.3 95.2 114 136 166 192 235 272 137 154 163
1-CD3- 450 17.9 913 120 144 170 205 250 290 355 410 140 156 165

* materiali su richiesta - material on request - bajo pedido
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